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A Client Device is Initialized 
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The Client Device Communicates An Identifier 
Associated with the Client Device to A 
Configuration Server 
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The Client Device Communicates A Request 
for Configuration Information to the 
Configuration Server 
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Requested Configuration Information 
Associated with the Client Device Based on 
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AN Appropriate Format 
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The Configuration Server Communicates the 
Formatted Configuration Information to 
THE Client Device 
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The Client Device Receives the 
Configuration Information and Applies the 
Configuration. Information _ . 
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~\| A Client Device Receives A Request from A 
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The Client Device Communicates A Request 
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Requested Configuration; Information into 
An Appropriate Format and Communicates 
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THE Client Device 
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^\|- The Client Device Performs the 
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A User of the Client Device Changes A 
Configuration Setting Associated with the 
Client Device 
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The Client Device Applies the Change 
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The Client Device Communicates the Change 
to the Configuration Server 
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The Configuration Server Updates the 
Stored Configuration Information 
Associated with the Client Device . 
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Device ID: 130456855922 



Last Channel: 118 

Fav. Channels: 102, 118, 177, 179, 212, 247, 265 

Language: English 

Parental Controls 

Restricted Ch: 119, 127, 128, 135, 171, 172, 173 
Restricted Rating: PG-13, R, NC-17, X, TV-14, TV-M 
Restricted Time: M-F 9p-8a, Sa-Su 10p-8a 
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